/GUYSON/ 1/4" Nominal { 3K

semes2-HKIG&2-HKIL

Interchangeability
- Proprietary

Materials

« Stainless steel body, valve,
sleeve, spring, balls and retaining
ring

*Buna-N (Nitrile) seal; optional
PTFE, Fluorocarbon, and EPDM

» Socket identification ring
-2-HKIG: White acetal
-2-HKIL: Black acetal

N J
Series 2-HKIG and 2-HKIL stainless steel

couplings can be used with various liquids and gases. They
are functionally identical, but do not interchange. They can
be used where it is necessary to avoid crossing lines.

FEATURES

e Ball lock
e Manual operation

1/4" nominal
(6.35 mm)

-40° F to 250° F
-40° Cto 121°C

Rated Pressure
Do not interchange with one another 1500 psi (103 BAR)
e 1/4" body size

« All-stainless steel construction Flow Capacity

2-HKIG & 2-HKIL

/

* Sockets available with right-angle connection

APPLICATIONS & INDUSTRIES

e Chemical e General Industry * Military

N
o

=

N

¢ Food and Beverage + Aerospace
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-OXO- 1/4" Nominal

/| CUYSON |

2-HKIG&2-HKIL ==

PLUGS

Dimensions

Thread Size C D HEX

1/4-18 NPTF 198 1.01 0.69
3/8-18 NPTF 198 1.01  0.69

Dimensions
Thread Size C D HEX

Dimensions Male End Connections
Part No. Thread Size A B HEX A— c—f Part No.
2-HIG10 1/8-27 NPTF 2.18 1.06 0.81 _{ " 2-KIG-F15
2-HIG15 1/4-18 NPTF 231 1.06 0.81 B I D 2-KIG-F20
2-HIG20 38-18NPTF 231 106 081 o 1 Ho t
2-HIG720* 7/16-20 227 106 0.81
2-HIG-LLRA720t*  7/16-20 209 106 —
Dimensions Female End Connections
Part No. Thread Size A B HEX A N Part No.
2-HIG11  1/8-27NPTF 218 1.06 0.81 | — ¢ 2-KIG-F16
2-HIG16  1/4-18NPTF 226 106 081 _g Dﬂﬂ[ﬂ[ T L 2-KIG-F720*
2-KIG-F
Hex —i Hex- = +
SOCKETS 2-HKIL
Dimensions Male End Connections
Part No. Thread Size A B HEX A— c—-f Part No.
2-HIL10 1/8-27 NPTF 2.18 1.06 0.81 _f H [ F  2-KIL-F15
2-HIL15 1/4-18 NPTF 231 1.06 0.81 j ,@jw ? 2-KIL-F20
2-HIL20 3/8-18 NPTF 231 1.06 0.81 Hex: Hex—
2-HIL720* 7/16-20 227 106 0.81 A
2-HIL-LLRA7201*  7/16-20 209 106 — |\| |\|
B
BN
| B
Dimensions Female End Connections
Part No. Thread Size A B HEX A— c Part No.
2-HIL11 1/8-27 NPTF 2.18 1.06 0.81 _f :l_[ 2-KIL-F16
2-HIL16 1/4-18 NPTF 2.26 1.06 0.81 B @E{ 2-KIL-F720*
Hex 4 Hex U 2-KIL-F

*1/4" SAE Flare T Right-Angle End Connection

Dust Caps Accessories:

Coupling Series Plug Dust Cap

Part No.
2-HKIG P-PDC-2-HK
2-HKIL P-PDC-2-HK

1/4-18 NPTF 1.84 1.01 0.69
7116-20 161 101 0.69
9/16-18 117 101 0.88
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PLUGS

Dimensions
Thread Size C D HEX

1/4-18 NPTF 198 101 0.69

3/8-18 NPTF 1.98 1.01 0.69
Dimensions
Thread Size C D HEX

Vinyl Plug Dust Cap

Optional Seal Materials: 115-PTFE, 143-Fluorocarbon, 192-EPDM

1/4-18 NPTF  1.84 1.01  0.69
7/16-20 1.61 1.01  0.69
5/8-18 117 1.01  0.88

HANSEN™
QUICK SEAL®
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